HEADLESS EJECTOR PIN

ES Varilla Expulsora DE Auswerfer ohne Kopf
IT Asta Espulsore PT Extractor sem Cabeca FR Ejecteur sans Téte

@ Cad Insertion Point

BA / BE /BT
102 4) Mat. 1.2510
Hardened 60+2 HRC

e g

Patented

> Max.
)y 150°C

! Indicate the desired L dimension after the reference.

E Indicar la cota L necesaria despugés de la referencia. Ref.
,<_E Gew(inschte Lange L angeben.

g Indicare la quota L desiderata dopo il codice. VE.030... 3 600

(=¥ Indique a dimensdo L desejada depois da referéncia. VE.100... 10 600 800
= Indiquer longueur L désirée apres référence. L

HEADLESS EJECTOR SLEEVE

ES Tubular Expulsion DE Auswerferhiilsen ohne Kopf
IT Espulsore Tubolare PT Extractor Tubular sem Cabeca FR Tubulaire sans Téte

@ Cad Insertion Point

IMPORTANT | EJECTION
1
MW&? [©le0.016/10 [A] !j [x]

/# I 7,7\<% ——= f| Ri6 lgBus | @A gs

1 ‘ 7/ } ‘ F Patented
~ 1400 N/mm? ~950HV 0.3 : M

- ax.

E @ 150°C

Indicate the desired L dimension after the reference.

Indicar la cota L necesaria después de la referencia.

Gewinschte Linge L angeben. --ﬂ---
Indicare la quota L desiderata dopo il codice. TE.106... 40 400
Indique a dimenséo L desejada depois da referéncia.

Indiquer longueur (L) désirée apres référence.

IMPORTANT «—=

—]
<




	EC
	Slides home
	Slides Index
	MS
	MS
	SP
	MC
	MG
	MB
	SU
	UU
	CS
	CR
	CA
	CG
	CG SET
	BC
	GI
	GR
	BG
	UC
	UA
	PO
	RC
	RCM
	CG
	RA
	Undercuts home
	Undercuts Index
	DR
	DK
	RF
	XR
	KR
	FC
	CK
	MK
	RD
	WL
	WP
	WF
	PF
	PS
	PW
	AP
	PX
	CX
	ED
	EE
	DL
	DG
	BD
	DF
	VI
	CI
	SD
	SPECIAL PW
	Ejecion home
	Ejection index
	PR
	SL
	RM
	GS
	MX
	DX
	SX
	EP
	DE
	DY
	SY
	EY
	EZ
	EB
	EW
	AE
	AL
	LR
	LD
	BA BE BT
	TE
	VE
	DP
	TM
	TA
	TR
	Traceability index
	CF
	FR
	MN
	CT
	TK
	IM
	IR
	BI II
	IG
	FU IU
	FA
	IA
	EF
	FP
	FX
	IX
	FD
	FT
	IT
	BM
	PM
	CC
	Vacuum home
	Vacuum index
	VB
	SV
	VJ
	VG
	VM
	VT
	VV
	PT
	PT PA
	NP
	VP
	NR
	VS
	CV
	PH
	LV
	JV
	TV
	Accessories home
	Accessories index
	FV
	VA
	VH
	VD
	SA
	AS
	EC
	TH
	TO
	BR
	RL
	JR
	SB
	TB
	TL
	PI
	CP
	SC
	SM
	MR
	RR
	UM
	EX

